Standart Seri Konik Kilitler D1

CTL110

* Kendiliginden merkezleyen,

* Dusuk tork gerektiren yerler icin idealdir.
* H8-h8,Ra<3,2

Daha biiyiik ¢aplar, standart disi 6lgiiler ve paslanmaz |
talepleriniz igin liitfen bizi arayiniz.

OLCULER BAGLANTI ELEMANI BASARIMLARI AGIRLIK

nn---—---

CTL110 - 14 “ | 25 | 32 | 65 | 85 | 165 & KM4 9% 59 s | e | 138 | 005 | @ lccap

CTLI10-15 15 | 25 | 32 | 65 | 85 | 165 & KM4 79 59 3189 13005 @) piggap

CTL110-16 %6 | 25 | 32 | 65 85 | 165  KM4 61 43 5 | 137 88 | 0048

CTL110-17 7 | 25 | 32 | 65 | 85 | 165 @ KM4 47 35 4 | 9. | 67 | 0042 @ K somun disgap
CTL110-18 18 30 38 7 85 17 | KM5 166 M2 | 12 | 262 | 157 | 008 Q Toplam uzunluk
CTL110-19 19 | 30 | 338 7 | 85 | 17 | KM5 140 9 | 10 29 | 132 | 0075 (@) Civata harig uaunluk
CTL110-20 20| 30 | 38 7 | 8 | 17 | KVs 12 84 8 | 159 | 106 | 007 Py ——
CTL110- 22 2 | 35 | 4 | 7 | 85 | 17 | KMB & 220 “3 | 13 | 224 | 41 | 01

CTL110 - 24 % | 35 | 45 7 85 | 17 | KMG 206 124 | 10 | 192 | 132 | 0094 \r;'g;;'i’?a dondrme
CTL110 - 25 25 | 35 | 45 | 7 | 85 | 17 | KVe 164 97 8 | 138 99 | 009 ks kel
CTL110-28 8 | w0 | m 8 0 | 20 | kw7 | 3 206 | 15 | 206 | 144 | 0,137 déndiirme momenti
CTL110-30 0 | 4 | % 8 0 | 20 | KM7 | 2% 72 1 | 127 |95 | 013 (Fass=0 kN)
CTL110-32 2 | 45 | 58 9 n | 2 | kv 524 W 23 | 45 | 174 | 0192 Maksimum aktarilabilen
CTL110-35 % | 45 | 88 9 | 11 | 2 | KM8 & 298 25 | 13| 127 | | 017 eksenel ylik (Mt=0 Nm)
CTL110-38 B8 | 50 | 65 9 n | 3 | Kve 577 30 | 18 | 168 | 128 | 022 o Gobek capina temas
CTL110- 40 40 50 65 9 11 23 | KM 379 25 | 14 | 105 | 84 | 024 basinci

CTL110- 42 2 | 55 | 70 | 10 | 11 | 255 | KM10 | 833 51 | 27 | 22 | 15 | 03 (@) Miletemasbasnc
CTL110 - 45 45 | 55 | 70 | 10 | 11 | 255 | KMI10 | 469 34 | 15 106 | & | 027

CTL110-48 8 0 60 | 75 | 10 | 11 | 255 | KM11 | 797 566 | 24 | 153 | 123 | 029

CTL110- 50 50 | 60 | 75 | 10 | 11 | 255 | KMIT | 495 831 17 9 | 76 | 028

CTL110-55 55 | 65 | 8 | 12 | 14 | 295  KM12 | 5% 544 | 20 | 94 | 79 | 033

CTL110 - 60 6 | 70 | 8 | 12 | 14 | 295  KMI3 | 697 760 | 25 | 93 | 80 | 039




