Standart Seri Konik Kilitler

CTL111

» Kendiliginden merkezleyen,

* Dusuk tork gerektiren yerler icin idealdir.

* H8-h8,Ra<3,2

Daha biiyiik ¢aplar, standart disi 6lgiiler ve paslanmaz

talepleriniz igin liitfen bizi arayiniz.

BAGLANTI ELEMANI

D1

BASARIMLARI AGIRLIK

nlﬂ ---_---

SIPARIS KOD mm

Nm

Nm N/mm N/mm Kg

CTLIT-14 | 14 29 | Kva 90 o | 15 | s | 83 | oos @ lcca

CTL111-15 | 15 5| % 17 21 29 | Kwva 90 0 13| 19 8@ 08 @) pgg

CTL111-16 | 16 5 | % 17 21 29 | Kwva 70 76 10 @ | 5 | 007

CrLT-17 | 17 %5 | 3 20 20 31| Kwa 60 60 7 63 | 43 | 006 @ K somun i gap
CTLI11-18 | 18 30 38 18 2 31| KMs 190 200 22 | 184 | 110 | 012 Q Toplam uzunluk
CTL111-19 | 19 0 | 38 18 22 31| KMs 150 70 | 18 | 138 | & | 012 (@) KM somun gap
CTL11-20 | 20 0 | 38 18 22 31| KMs 110 130 | 13 % | 64 | 011 Uz R——
CLt-22 | 22 35 | 45 | 2 25 35| KMB 290 317 | 29 | 158 | 93 | 018

CTL-24 | 24 | 3B | 45 | 2 % | 3B | KMe | 230 74 23 15 | 79 | 016 \r;'g;:'nﬁ'r‘a dondurme
CTLI11-25 | 25 B | 45| 25 35| KMB 170 210 | 17 81 58 | 015 Vs aktanlabilon
CTL111-28 | 28 w0 | 5 2 25 3B KM 390 %0 | 33 | w100 021 (@) dondirme momenti
CTL1-30 | 30 | 40 | 52 | 2 | %5 | 3B | KM | 240 30 | 21 | 83 | 62 | 019 (Fass=0 kN)
CTLI1-32 | 32 5 | 8 | 28 31 2 | Kv8 520 60 | 43 | 128 | 91 | 03 Maksimum aktarilabilen
CTL111-35 | 35 15 58 28 31 42 | Kvs 320 460 26 72 5% | 02 eksenel ylk (Mt=0 Nm)
CTL111-38 | 38 50 | 65 | 28 32 4 | Kmg 660 850 | 45 | 122 | 93 | 036 O Gobek capina temas
CTL111-40 | 40 50 65 28 32 4 KM9 440 650 | 32 77 62 | 033 basinci

CTLINT-42 | 42 55 | 70 | 28 32 45 | KM10 | 850 m50 | 55 129 | 88 | 044 (@) Mile temas basinc
CTLI11-45 | 45 5 | 70 | 28 32 45 | KM10 | 550 780 | 3% 78 | 84 | 039

CTLI11-48 | 48 60 | 75 | 28 32 6 | KM 850 1250 | 52 | 102 | 8 | 047

CTLI11-50 | 50 60 | 75 | 28 32 46 | KM 660 850 | 34 76 | 83 | 042

CTLI11-55 | 55 65 | 8 | 28 32 47 | kw2 | 650 90 | 3 63 | 53 | 046

CTL111-60 | 60 70 | 8 | 28 36 5 | KM13 | 950 1400 | 47 77 | 86 | 055




